
HIGHW
AY 3

51 AVE

50 AVE

SPRUCE DR

3 ST
ASPEN

 R
D

2 
ST

52 AVE

MCDERMOTT RD

1 
ST

6 
ST

50 AVE

51 AVE

6 ST

52 AVE

53 AVE 7 ST

SITE 1

SITE 2

TOWN
OF

COALHURST

COALHURST HIGH SCHOOL

COALHURST ELEMENTARY SCHOOL

PL
O

T 
D

AT
E:

 6
/3

/2
02

2 
4:

56
:1

1 
PM

SA
VE

 D
AT

E:
 6

/3
/2

02
2 

4:
21

:3
3 

PM
 S

AV
ED

 B
Y:

 P
ET

TY
C

D
W

G
 P

AT
H

: 
q:

\2
02

2-
33

27
-0

0\
_s

ta
nd

ar
ds

\3
32

7-
00

-g
-0

01
.d

w
g

TOWN OF COALHURST
 

 
 
2022-3327-00

1 2022JUNE03 C. PETTY C. PETTY ISSUED FOR REVIEW

     

     

     

     

     

3327-00-G-001 1 1

TOWN OF COALHURST
 
2022 ROADS AND
SIDEWALKS PROGRAM
 
 

DRAWNDESIGN DESCRIPTIONDATEREV

DRAWING REVISION SHEET

PRELIMINARY/
FOR DISCUSSION

NOT FOR CONSTRUCTION

DRAFT

TOWN OF COALHURST
2022 ROADS & SIDEWALKS PROGRAM

PLAN1
-

1:2500

DRAWING LIST
SHEET DRAWING NAME REVISION DRAWING TITLE DRAWING DESCRIPTION

GENERAL
1 3327-00-G-001 1 COVER PAGE SITE LOCATIONS
2 3327-00-G-001 1 LEGEND & NOTES GENERAL INFORMATION
CIVIL
3 3327-00-C-101 1 SITE 1 - SPRUCE DR 51 AVE TO 49 AVE
4 3327-00-C-102 1 SITE 2 - 6 ST 52 AVE TO 53 AVE



SPRUCE DR
REMOVE, DISPOSE AND REPLACE
CONCRETE SIDEWALK FLAG SECTION

0.5 m WIDE LANDSCAPE RESTORATION

SPRUCE DR

0.5 m WIDE ASPHALT RESTORATION
AND TILE DRAIN INSTALLATION

REMOVE, DISPOSE AND REPLACE CONCRETE
MONOLITHIC SIDEWALK, ROLLED CURB & GUTTER

50
 A

VE

0.5 m WIDE LANDSCAPE RESTORATION

CONNECT TILE DRAIN TO
EX CATCH BASIN

CB

2.0% (TYP.)

MATCH EXISTING 500

13
0

10
0

LOCAL ROAD
STRUCTURE

SEPARATION FILTER FABRIC

WASHED ROCK
100 Ø HDPE PERFORATED
TILE DRAIN C/W FILTER SOCK

25
0

PREPARED SUBGRADE

25 mm GRANULAR
BASE CRUSH

32 MPa SULFATE
RESISTANT CONCRETE

LANDSCAPE
RESTORATION

EXPANSION JOINT
FIBERBOARD
FULL WIDTH

EX PRIVATE
DRIVEWAY/
SIDEWALK

PROPOSED
SIDEWALK

CONCRETE TIE-IN NOTES:
1. DOWELLING TYPICAL FOR ALL NEW TO EXISTING CONCRETE TIE-INS.
2. DOWELS FOR SIDEWALK TIE-INS TO BE A MINIMUM 150mm FROM CONCRETE EDGE.
3. DOWEL SPACING FOR SIDEWALK TIE-INS TO BE 300mm O.C
4. DOWEL SPACING ALONG CURB TO BE 600mm O.C
5. DOWEL LENGTH FOR SIDEWALK TO BE 600mm
6. DOWEL LENGTH FOR CURB & GUTTER TO BE 500mm, EMBED 75mm IN CURB

10M REBAR DOWELS

PROP

50
m

m
 M

IN
.

EX
200mm

c/w HILTI HY150

2.0% (TYP.)

13
0

10
0

LANDSCAPE
RESTORATION

32 MPa SULFATE
RESISTANT CONCRETE

25 mm GRANULAR
BASE CRUSH

PREPARED
SUBGRADE

90mm TYPE III ACP C/W PRIME COAT

250mm GRANULAR BASE COURSE (25mm)

300mm COMPACTED SUBGRADE

COMBI-GRID (PROVISIONAL)

TOWN OF COALHURST

2022 ROADS & SIDEWALKS PROGRAM

2022-3327-00
AS SHOWN

CIVIL
SITE 1 - SPRUCE DR
51 AVE TO 49 AVE

3327-00-C-101 1 3

DRAFT

PRELIMINARY/
FOR DISCUSSION

NOT FOR CONSTRUCTION

PL
O

T 
D

AT
E:

 6
/3

/2
02

2 
4:

56
:5

5 
PM

SA
VE

 D
AT

E:
 6

/3
/2

02
2 

4:
54

:5
1 

PM
 S

AV
ED

 B
Y:

 P
ET

TY
C

D
W

G
 P

AT
H

: 
q:

\2
02

2-
33

27
-0

0\
ci

vl
\3

32
7-

00
-c

-1
01

 to
 1

03
.d

w
g

1 2022JUNE03 C. PETTY ######## #################

DRAWING REVISION

DESCRIPTIONDRAWNDESIGNDATEREV

SHEET

IF
 N

O
T 

50
 m

m
 A

D
JU

ST
 S

C
AL

ES
SC

AL
E(

S)
 S

H
O

W
N

 A
R

E 
IN

TE
N

D
ED

 F
O

R
 A

N
SI

 D
 (2

2X
34

) S
IZ

E 
D

R
AW

IN
G

S,
 T

AB
LO

ID
 (1

1X
17

) S
IZ

E 
D

R
AW

IN
G

S 
AR

E 
1/

2 
O

F 
SC

AL
E(

S)
 S

H
O

W
N

 U
N

LE
SS

 N
O

TE
D

 O
TH

ER
W

IS
E

SCALE:

50
 m

m

PRELIMINARY/
FOR DISCUSSION

NOT FOR CONSTRUCTION

DRAFT

PLAN2
-

1:250

PLAN1
-

1:250

DETAIL3
- TYPICAL MONOLITHIC  SIDEWALK

CURB & GUTTER RESTORATION

NTS

DETAIL7
- TYPICAL CONCRETE TIE IN

NTS

DETAIL5
- TYPICAL PRIVATE DRIVEWAY

OR SIDEWALK TIE IN

NTS

DETAIL4
- TYPICAL SIDEWALK

FLAG SECTION RESTORATION

NTS

NOTES:
1. NEW CONCRETE TO BE DOWELED IN TO EXISTING CURB, GUTTER AND SIDEWALK TIE-INS.
2. EXPANSION FIBRE BOARD JOINT TO BE PLACED BETWEEN ALL NEW SIDEWALK AND

EXISTING PRIVATE CONCRETE DRIVEWAY/SIDEWALK  SLABS.
3. SIDEWALK STRUCTURE MATERIALS TO BE AS PER TOWN OF COALHURST ENGINEERING

AND DEVELOPMENT STANDARDS CURRENT EDITION.
4. ASPHALT RESTORATIONS TO BE TO LOCAL ROAD STRUCTURE STANDARD.

DETAIL6
- LOCAL ROAD STRUCTURE

NTS



RA-4-R & RA-4-L SIGNS C/W WITH BREAK AWAY
BASE AND PERFORATED TELESPAR POLE

200 WIDE WHITE PEDESTRIAN
CROSSING LINE

REMOVE AND DISPOSE OF CURB, GUTTER AND
EXISTING CONCRETE AND ASPHALT, INSTALL
CITY OF LETHBRIDGE TYPE I PEDESTRIAN
RAMP AND RESTORE ACP ALONG CURB AND
PARKING LOT

RA-4-R & RA-4-L SIGNS C/W WITH BREAK AWAY
BASE AND PERFORATED TELESPAR POLE

REMOVE AND DISPOSED OF
CONCRETE RETAINING WALL

0.5 m WIDE LANDSCAPE
RESTORATION

1.5 m WIDE CONCRETE
SIDEWALK FLAG SECTION

3.
0 

m

REMOVE AND DISPOSE OF CURB, GUTTER AND
EXISTING CONCRETE AND ASPHALT, INSTALL

CITY OF LETHBRIDGE TYPE I PEDESTRIAN
RAMP AND RESTORE ACP ALONG CURB

52 AVE

6 
ST

2.0% (TYP.)

13
0

10
0

LANDSCAPE
RESTORATION

32 MPa SULFATE
RESISTANT CONCRETE

25 mm GRANULAR
BASE CRUSH

PREPARED
SUBGRADE

CONCRETE TIE-IN NOTES:
1. DOWELLING TYPICAL FOR ALL NEW TO EXISTING CONCRETE TIE-INS.
2. DOWELS FOR SIDEWALK TIE-INS TO BE A MINIMUM 150mm FROM CONCRETE EDGE.
3. DOWEL SPACING FOR SIDEWALK TIE-INS TO BE 300mm O.C
4. DOWEL SPACING ALONG CURB TO BE 600mm O.C
5. DOWEL LENGTH FOR SIDEWALK TO BE 600mm
6. DOWEL LENGTH FOR CURB & GUTTER TO BE 500mm, EMBED 75mm IN CURB

10M REBAR DOWELS

PROP

50
m

m
 M

IN
.

EX
200mm

c/w HILTI HY150

60mm TYPE I ACP C/W TACK COAT

60mm TYPE II ACP C/W PRIME COAT

100mm GRANULAR BASE COURSE (25mm)

350mm CRUSHED SUB-BASE (75mm)

300mm COMPACTED SUBGRADE

COMBI-GRID (PROVISIONAL)

DRAFT

PRELIMINARY/
FOR DISCUSSION

NOT FOR CONSTRUCTION

PL
O

T 
D

AT
E:

 6
/3

/2
02

2 
4:

57
:0

8 
PM

SA
VE

 D
AT

E:
 6

/3
/2

02
2 

4:
54

:5
1 

PM
 S

AV
ED

 B
Y:

 P
ET

TY
C

D
W

G
 P

AT
H

: 
q:

\2
02

2-
33

27
-0

0\
ci

vl
\3

32
7-

00
-c

-1
01

 to
 1

03
.d

w
g

DRAWING REVISION

DESCRIPTIONDRAWNDESIGNDATEREV

SHEET

IF
 N

O
T 

50
 m

m
 A

D
JU

ST
 S

C
AL

ES
SC

AL
E(

S)
 S

H
O

W
N

 A
R

E 
IN

TE
N

D
ED

 F
O

R
 A

N
SI

 D
 (2

2X
34

) S
IZ

E 
D

R
AW

IN
G

S,
 T

AB
LO

ID
 (1

1X
17

) S
IZ

E 
D

R
AW

IN
G

S 
AR

E 
1/

2 
O

F 
SC

AL
E(

S)
 S

H
O

W
N

 U
N

LE
SS

 N
O

TE
D

 O
TH

ER
W

IS
E

SCALE:

50
 m

m

PRELIMINARY/
FOR DISCUSSION

NOT FOR CONSTRUCTION

DRAFT

PLAN1
-

1:250

DETAIL2
- TYPICAL SIDEWALK FLAG

SECTION CONSTRUCTION

NTS
DETAIL5

- TYPICAL CONCRETE TIE IN

NTS DETAIL5
- COLLECTOR ROAD STRUCTURE

NTS

NOTES:
1. NEW CONCRETE TO BE DOWELED IN TO EXISTING CURB, GUTTER AND SIDEWALK TIE-INS.
2. SIDEWALK STRUCTURE MATERIALS TO BE AS PER TOWN OF COALHURST ENGINEERING

AND DEVELOPMENT STANDARDS CURRENT EDITION.
3. ASPHALT RESTORATIONS TO BE TO COLLECTOR ROAD STRUCTURE STANDARD. TOWN OF COALHURST

2022 ROADS & SIDEWALKS PROGRAM

2022-3327-00
AS SHOWN

CIVIL
SITE 2 - 6 ST
52 AVE TO 53 AVE

3327-00-C-102 1 4

1 2022JUNE03 C. PETTY C. PETTY ISSUED FOR REVIEW


	Sheets and Views
	1 3327-00-g-001
	2 3327-00-g-002
	3 3327-00-c-101
	4 3327-00-c-102


